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We always strive to meet each 

client�s unique set of needs and 

expectations by delivering a truly 

personalised experience on a 

professional basis.

Tooling

Differentiated

Lighting Solutions

Provider 
Design

P

Conception

Prototype

High quality and efficiency are our 

aim, you will witness the growth 

very soon and prototype will be 

provided for evaluation quickly.

We're a team that believes in 

the power of strategic design 

thinking coupled with hands 

on execution. The seeds of 

creativity has taken root.

Precision of mold technology 

is well controlled, excellent

sample would like to be 

offered for validation test 

before mass production.



Ingress Protection

Emergency FunctionBeam AngleICON INDEX Commercial lighting

Voltage

Power Factor

Dimmable

DALl Dimmable

0-10V Dimmable

Flicker Free

2.4G Intelligent Control

CRI

Slide Switch Power Changeable Function

Smart Lighting

Unified Glare Rating

Wall Switch CCT Changeable Function

RGB Color Adjustable Function

Slide Switch CCT Changeable Function

Tunable White

Dim to Warm

Coverable by Insulation Material

Wifi intelligent Control Standard Deviation Colour Matching

Remote Control Classification TP(a)

PIR Sensor Control Classification TP(b)

Bluetooth Control Horizontal Rotation

Music Functionality Vertical Rotation

Microwave Sensor Function GU10Color temperature

Recessed installation

Suspended installation
(Up&down)

Wall mounted
(Up&down)

Track installation

Suspended installation
(Down)

Wall mounted (Up)

Spike light installation

Wall mounted
(Down)

Wall mounted

Surface mounted installation Surface mounted installation
(Up&down)



DL210 / P036

DL367 / P056

DL216 / P037 DL97 / P038 CL59 / P039 DL422 / P040

DL110 / P042

DL308B / P052 DL34 / P053 DL105 / P055DL96 / P054

DL317 / P046

DL41-S1/ P045

322 Series P018-025

DL322A / P022 PD322 / P024DL322B / P023 TL322 / P025

126 Series P026-029

417 Series P030-033

LED DOWNLIGHT  Commercial Series P036-113
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PD417 / P032

PD126 / P029

WL417 / P033

DL126 / P027

DL417 / P031

228 Series P010-017
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PD228 / P016
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DL228A / P014
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DL338 / P007
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NEWNEW
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NEW
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DL137 / P041 DL54 / P043 DL41 / P044

DL134 / P047 DL222 / P048 DL222B / P049 DL280 / P050
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DL83 / P062

DL98A&B / P060DL412 / P059DL405 / P058

DL268 / P063 DL315 / P064 DL179 / P066 DL179-N / P067

DL179 / P068 DL197 / P070 DL178 / P072DL197 / P069 DL178 / P071

DL178-N / P073 DL229 / P074 DL22 / P075 DL288 / P076 DL399 / P078
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RD04&RD05 / P113

DL328 / P118

DL207 / P124

DL176 / P119 DL269 / P120

RD02&RD03 / P112

DL38B / P116DL266B/C / P114

PD05A/B / P123DL115A/B / P122
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AL194 / P142 AL174/B / P144

AL104S / P161AL91F / P156 AL104 / P158 AL104R / P160

AL91 / P154 AL91E / P155AL65D / P151 AL162/B / P152 AL163/B / P153

AL65 / P148AL66 / P147AL96 / P146 AL65B / P149 AL65C / P150

TL29A / P166 TL29C / P168TL29B / P167 TL29D / P169 TL29E / P170

TL29F / P171 TL57A / P176TL69A / P174 TL69B / P175TL90 / P172

LED DOWNLIGHT  Surface mounted&Pendant Series P114-124

LED CEILING LIGHT P128-144

LED BULKHEAD  P146-161

LED TRACK LIGHT  P166-208

CL99 / P110CL146 / P109
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PL-W / P264 PL-DD / P265

PL-DG / P262PL-DR / P261

PL-EA / P266
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LED PANEL LIGHT  P226-266

TL58A / P177 TL25 / P180TL02 / P178 TL25B / P181TL127 / P179

TL56 / P188 TL17 / P189TL129 / P182 TL120 / P184 TL135 / P186

TL49 / P196TL79 / P192TL149 / P190 TL40B / P193NEW TL121 / P194

TL161A / P200

TL50 / P202

TL161B / P201

TL109 / P203
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TL111 / P204
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T8-AL+PC / P342T8-S / P340 T5-S / P343
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NEW

LED TUBE LIGHT  P340-343
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LED LINEAR & BATTEN LIGHT  P278-337
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338 Series

Suspension

PD338B

Suspension

PD338A

Recessed

DL338

Track spot surface

DL338B

Surface mounted

DL338A

Track light

TL338
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Four size oppons  (front trim is not exchangeable)

3-CCT changeable Power adjustable

Ø55mm

3000K

White

24°/36°/60° 24°/36°/60° 24°/36°/60°

Black Golden

4000K 5000K

Ø65mm

Ø65mm :10W/12W/15W

Ø85mm :15W/20W/25W

Ø100mm :25W/30W/35W

Ø85mm Ø100mm

ACC-DL338A-65/85/100

ACC-DL338A-55 ACC-DL338B-

55/65/85/100

Lamp body

DIY MODULAR

DESIGN

ACC-DL338-

55/65/85/100
ACC-PD338A-

55/65/85/100
ACC-PD338B-

55/65/85/100

PD338B

TL338
DL338BDL338

DL338A

PD338A

ACC-TL338-

55/65/85/100
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Code Watt Size(AxBmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

DL338A/B-55-6W 6W Ø55x160/Ø55x211 750lm 0.33/0.49 24PCS

DL338A/B-55-10W 10W Ø55x160/Ø55x211 1200lm 0.33/0.49 24PCS

DL338A/B-65-10W 10W Ø65x180/Ø65x231 1200lm 0.44/0.60 24PCS

DL338A/B-65-15W 15W Ø65x180/Ø65x231 1750lm 0.44/0.60 24PCS

DL338A/B-85-20W 20W Ø85x206/Ø85x270 2550lm 0.73/0.89 12PCS

DL338A/B-85-25W 25W Ø85x206/Ø85x270 3150lm 0.73/0.89 12PCS

DL338A/B-100-30W 30W Ø100x220/Ø100x284 3650lm 0.99/1.15 12PCS

DL338A/B-100-35W 35W Ø100x220/Ø100x284 4100lm 0.99/1.15 12PCS

DL338A/B

DL338A DL338B

A
A

B
B

Finish White Black

DL338A/B is a DIY modular series with an exquisite 

appearance and anp-glare UGR19 design, 6 kinds of 
installapon ways, 3 reYectors and 3 front ring colors 
can be exchangeable. It adopts brand Bridgelux COB led 

chip with 120lm/W light efficiency. Four size oppons : 
Ø55mm, Ø65mm, Ø85mm, Ø100mm. It can do triac dim, 
DALI dim, CCT interchangeable and wa�age adjustable.

Downlight

Code Watt Size(AxBmm) Cut-out(mm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

DL338-55-6W 6W Ø55x215 90-95 750lm 0.51 12PCS

DL338-55-10W 10W Ø55x215 90-95 1200lm 0.51 12PCS

DL338-65-10W 10W Ø65x235 90-95 1200lm 0.62 12PCS

DL338-65-15W 15W Ø65x235 90-95 1750lm 0.62 12PCS

DL338-85-20W 20W Ø85x274 90-95 2550lm 1.08 12PCS

DL338-85-25W 25W Ø85x274 90-95 3150lm 1.08 12PCS

DL338-100-30W 30W Ø100x288 90-95 3650lm 1.17 12PCS

DL338-100-35W 35W Ø100x288 90-95 4100lm 1.17 12PCS

DL338

A

B

C

Trim White Black

DL338 is a DIY modular series with an exquisite 

appearance and anp-glare UGR19 design, 6 kinds of 
installapon ways, 3 reYectors and 3 front ring colors can 
be exchangeable. It adopts brand Bridgelux COB led chip 

with 120lm/W light efficiency. Four size oppons : Ø55mm, 
Ø65mm, Ø85mm, Ø100mm. It can do triac dim, DALI dim, 
CCT interchangeable and wa�age adjustable.

Downlight

90˚ 90˚

Materials of Opt ics : Aluminium+transparent                                                                                                         Materials of Opt ics : Aluminium+transparent 

Materials of Housing : Aluminium Materials of Housing : Aluminium

CCT CCT

Honeycomb White Honeycomb WhiteHoneycomb Black Honeycomb BlackHoneycomb Golden Honeycomb Golden Trim Trim

tempered glass tempered glass
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Code Watt Size(AxBmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

PD338A/B-55-6W 6W Ø55x1189/Ø55x1213 750lm 0.50/0.48 12PCS

PD338A/B-55-10W 10W Ø55x1189/Ø55x1213 1200lm 0.50/0.48 12PCS

PD338A/B-65-10W 10W Ø65x1209/Ø65x1233 1200lm 0.61/0.59 12PCS

PD338A/B-65-15W 15W Ø65x1209/Ø65x1233 1750lm 0.61/0.59 12PCS

PD338A/B-85-20W 20W Ø85x1235/Ø85x1259 2550lm 0.98/0.87 12PCS

PD338A/B-85-25W 25W Ø85x1235/Ø85x1259 3150lm 0.98/0.87 12PCS

PD338A/B-100-30W 30W Ø100x1249/Ø100x1273 3650lm 1.16/1.14 12PCS

PD338A/B-100-35W 35W Ø100x1249/Ø100x1273 4100lm 1.16/1.14 12PCS

PD338A/B

A A

B B

Finish White Black

PD338A/B is a DIY modular series with an exquisite 

appearance and anp-glare UGR19 design, 6 kinds of 
installapon ways, 3 reYectors and 3 front ring colors 
can be exchangeable. It adopts brand Bridgelux COB 

led chip with 120lm/W light efficiency. Four size 
oppons : Ø55mm, Ø65mm, Ø85mm, Ø100mm. It 
can do triac dim, DALI dim, CCT interchangeable and 
wa�age adjustable.

Downlight

PD338A

PD338B

Code Watt Size(AxBmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

TL338-55-6W 6W Ø55x233 750lm 0.48 12PCS

TL338-55-10W 10W Ø55x233 1200lm 0.48 12PCS

TL338-65-10W 10W Ø65x253 1200lm 0.58 12PCS

TL338-65-15W 15W Ø65x253 1750lm 0.58 12PCS

TL338-85-20W 20W Ø85x292 2550lm 0.87 12PCS

TL338-85-25W 25W Ø85x292 3150lm 0.87 12PCS

TL338-100-30W 30W Ø100x306 3650lm 1.13 12PCS

TL338-100-35W 35W Ø100x306 4100lm 1.13 12PCS

TL338

A

B

Finish White Black

TL338 is a DIY modular series with an exquisite 
appearance and anp-glare UGR19 design, 6 kinds of 
installapon ways, 3 reYectors and 3 front ring colors 
can be exchangeable. It adopts brand Bridgelux COB 

led chip with 120lm/W light efficiency. Four size 
oppons : Ø55mm, Ø65mm, Ø85mm, Ø100mm. It 
can do triac dim, DALI dim, CCT interchangeable and 
wa�age adjustable.

Track light

90˚

Materials of Opt ics : Aluminium+transparent Materials of Opt ics : Aluminium+transparent 

Materials of Housing : Aluminium Materials of Housing : Aluminium

CCT CCT

Honeycomb White Honeycomb WhiteHoneycomb Black Honeycomb BlackHoneycomb Golden Honeycomb Golden Trim Trim

tempered glass tempered glass
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A

COB

Interchangeable

Track light Track with ceiling box

3CCT changeable

5000K3000K 4000K

C

White Black

6063 Aluminum body

Flicker free internal

driver
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Interchangeable lens options 24°/30°/45° for 10W/15W 24°/36°/60° for 15W/20W/25W/30W/40W

DL228A Downlight

Code Watt Size(AxBmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

DL228A-10W 10W Ø65x157 1100lm 0.45 12PCS

DL228A-15W 15W
Ø65x157 (Non-dim)

Ø85x178 (Triac-dim) 1650lm 0.45 12PCS

DL228A-20W 20W Ø85x178 2250lm 0.67 12PCS

DL228A-25W 25W Ø85x178 2700lm 0.67 12PCS

DL228A-30W 30W Ø100x211 3050lm 1.00 12PCS

DL228A-40W 40W Ø100x211 4200lm 1.00 12PCS

A

B

DL228A adopt high lumen COB chip with uniform 

light effect and enhanced glare control. It offers 
a wide choice of beam angles 24°/ 36°/60° for 

opponal.

Finish White Black

Interchangeable lens options 24°/30°/45° for 10W/15W 24°/36°/60° for 15W/20W/25W/30W/40W

Finish White Black

DL228B Downlight

Code Watt Size(AxBmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

DL228B-10W 10W Ø65x218 1100lm 0.55 12PCS

DL228B-15W 15W
Ø65x218 (Non-dim)

Ø85x241(Triac-dim) 1650lm 0.55 12PCS

DL228B-20W 20W Ø85x241 2250lm 0.82 12PCS

DL228B-25W 25W Ø85x241 2700lm 0.82 12PCS

DL228B-30W 30W Ø100x274 3050lm 1.15 12PCS

DL228B-40W 40W Ø100x274 4200lm 1.15 12PCS

A

B

DL228B surface mounted downlight with adjustable 
lighpng orientapon, 350° rotate and 90° plt, It offers 
a wide choice of beam angles 24°/ 36°/60° for 

opponal. Driver built-in easy for installapon.

Materials of Opt ics : PMMA Materials of Opt ics : PMMA

Materials of Housing : Aluminium Materials of Housing : Aluminium

CCT CCT
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Code Watt Size(AxBmm) Lumen(±5%) N.W/pc(kgs)
Q'ty/

CTN

PD228-10W 10W Ø65x157 1100lm 0.55 12PCS

PD228-15W 15W
Ø65x157 (Non-dim)

Ø85x178 (Triac-dim) 1650lm 0.55 12PCS

PD228-20W 20W Ø85x178 2250lm 0.80 12PCS

PD228-25W 25W Ø85x178 2700lm 0.80 12PCS

PD228-30W 30W Ø100x211 3050lm 1.15 12PCS

PD228-40W 40W Ø100x211 4200lm 1.15 12PCS

PD228 Downlight

PD228 pendant spot light is a high-performance LED 

luminaire that is ideal for commercial or residenpal 
applicapons. It adopts high lumen COB chip and lens 
design offer uniform light effect and enhanced glare 
control. 

Finish White Black

Interchangeable lens options 24°/30°/45° for 10W/15W 24°/36°/60° for 15W/20W/25W/30W/40W

Finish White Black Silver

Code Watt Size(AxBxCmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

TL228-10W 10W Ø65x157x249 1100lm 0.50 12PCS

TL228-15W 15W
 Ø65x157x249(Non-dim)

Ø85x178x269 (Triac-dim) 1650lm 0.50 12PCS

TL228-20W 20W Ø85x178x269 2250lm 0.76 12PCS

TL228-25W 25W Ø85x178x269 2700lm 0.76 12PCS

TL228-30W 30W Ø100x211x302 3050lm 1.10 12PCS

TL228-40W 40W Ø100x211x302 4200lm 1.10 12PCS

TL228 anp-glare track light is with high lumen COB 
chip and lens design offer an uniform lighpng output, 
Yicker free internal driver. Modular lens design for 
different beam angle and convenient maintenance.

TL228 Track light

A

B

C

Interchangeable lens options 24°/30°/45° for 10W/15W 24°/36°/60° for 15W/20W/25W/30W/40W

Materials of Opt ics : PMMA Materials of Opt ics : PMMA

Materials of Housing : Aluminium Materials of Housing : Aluminium

CCT CCT
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Code Watt Size(AxBmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

DL322A-10W 10W Ø120x96 1200lm 0.81 12PCS

DL322A-14W 14W Ø120x96 1600lm 0.81 12PCS

DL322A adopts high lumen COB chip. The type A 
is surface mounted. ADC12 aluminum lamp body 

provides excellent heat dissipapon. 340degree rotatory 
and lighpng direcpon is 40 degree adjustable .

DL322A Downlight

Finish White Black

A

B

DL322B adopts high lumen COB chip. The type B is 
recessed installapon. ADC12 aluminum lamp body 
provides excellent heat dissipapon. 340degree rotatory 
and lighpng direcpon is 40 degree adjustable .

DL322B Downlight

Code Watt Size(AxBmm) Cut-out(mm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

DL322B-12W 12W Ø172x100 Ø150-160 1400lm 1.13 12PCS

DL322B-16W 16W Ø172x100 Ø150-160 1800lm 1.13 12PCS

DL322B-20W 20W Ø172x100 Ø150-160 2100lm 1.13 12PCS

White BlackTrim

A

B

Materials of Housing : Die-caspng AluminiumMaterials of Housing : Die-caspng Aluminium
Materials of Opt ics : PCMaterials of Opt ics : PC

CCT CCT
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Code Watt Size(AxBmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

PD322/ PD322A-10W 10W Ø120x96 1200lm 0.97 12PCS

PD322/ PD322A-14W 14W Ø120x96 1600lm 0.97 12PCS

PD322B-13W 13W Ø120x96 1400lm 1.01 12PCS

PD322B-17W 17W Ø120x96 1800lm 1.01 12PCS

PD322B-21W 21W Ø120x96 2100lm 1.01 12PCS

PD322 adopts high lumen COB chip. It is suspension 

version. PD322A is track suspending, PD322B is 
DALI track suspending for oppon. 
ADC12 aluminum lamp body provides excellent heat 
dissipapon. 340degree rotatory and lighpng direcpon 
is 40 degree adjustable

PD322 Downlight

A

B

Finish White Black

Code Watt Size(AxBmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

TL322A-10W 10W Ø120x96 1200lm 0.90 12PCS

TL322A-14W 14W Ø120x96 1600lm 0.90 12PCS

TL322B-13W 13W Ø120x96 1400lm 0.92 12PCS

TL322B-17W 17W Ø120x96 1800lm 0.92 12PCS

TL322B-21W 21W Ø120x96 2100lm 0.92 12PCS

TL322 led track light is an ingenious design adopts high 
efficiency led. ADC12 aluminum lamp body provides 
excellent heat dissipapon. 340degree rotatory and 
lighpng direcpon is 40 degree adjustable .

TL322 Track light

A

B

Finish White Black

Materials of Housing : Die-caspng Aluminium
Materials of Housing : Die-caspng Aluminium Materials of Opt ics : PC

Materials of Opt ics : PC

CCT CCT
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Code Watt Size(AxBmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

DL126-65-10W 10W Ø65x248 980lm 0.78 12PCS

DL126-65-15W 15W Ø65x248 1400lm 0.78 12PCS

DL126-85-20W 20W Ø85x278 2100lm 1.15 6PCS

DL126-85-25W 25W Ø85x278 2500lm 1.15 6PCS

DL126-85-28W 28W Ø85x278 2850lm 1.15 6PCS

DL126-85-30W 30W Ø85x278 2900lm 1.15 6PCS

DL126 Downlight

DL126 is a modular series with super slim and rotate 

head design, UGR<19, CRI90 provide high quality light 
output experience, 3CCT available, 3 kinds of installapon 
for oppon: track, surface mounted and pendant.

Finish White Black

B

A

Materials of Housing : Die-caspng Aluminium
Materials of Opt ics : PC

CCT

ACC-DL126 Honeycomb coverInstallation accessories
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076

2700K/3000K/4000K opponal

CRI80/90/97 opponal

Different lighpng efficiency level opponal

Code Watt Size(AxBmm) Cut-out(mm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

DL288-2.5-10W 10W Ø90x60 75-83 1180lm 0.25 36PCS

DL288-6-18W 18W Ø172x96 150-160 2290lm 0.78 12PCS

DL288-6-25W 25W Ø172x96 150-160 3070lm 0.78 12PCS

DL288-8-25W 25W Ø228x125 195-210 3070lm 1.26 12PCS

DL288-8-30W 30W Ø228x125 195-210 3600lm 1.26 12PCS

Trim White Black

DL288 Downlight

DL288 LED downlight is unique designed with 

reflector and COB high power LED chip. LED module 

design could save SKU and  offer an easy module 
replacement. Dimmable flicker free driver shares 
great popularity by the excellent dimming effect. 

IP54 waterproof for front part.

Conversion ring

A

B

Materials of Housing : Die-caspng Aluminium
Materials of Opt ics : Aluminium + Tempered Glass

CCT

L
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Code Watt Size(AxBmm) Cut-out(mm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

DL399-4-10W 10W Ø139x87 Ø120 1200lm 0.89 12PCS

DL399-4-13W 13W Ø139x87 Ø120 1560lm 0.89 12PCS

DL399-4-18W 18W Ø139x87 Ø120 2160lm 0.89 12PCS

DL399-6-18W 18W Ø180x103 Ø160 2160lm 1.20 12PCS

DL399-6-25W 25W Ø180x103 Ø160 3000lm 1.20 12PCS

DL399-6-30W 30W Ø180x103 Ø160 3600lm 1.20 12PCS

DL399 is LED modular downlight with DIY replaceable 

oppal trim, drivers, COB and housing. 2CCT and 
tunable white are available. IP54 waterproof for wet 
locapons.

DL399 Downlight

Trim White Black

A

B

Conversion ring ACC-DL399-

4/6-WT/BK-51
ACC-DL399-

4/6-WT/BK-52

ACC-DL399-4/6-27K

ACC-DL399-4-60

ACC-DL399-4-C2
ACC-DL399-4/6-30K

ACC-DL399-4-36

ACC-DL399-4-TW
ACC-DL399-4/6-40K

ACC-DL399-6-60

ACC-DL399-6-C2

ACC-DL399-4/6-50K

ACC-DL399-6-36

ACC-DL399-6-TW

ACC-DL399-

4/6-WT/BK-53
ACC-DL399-

4-CR

Materials of Housing : Die-caspng Aluminium
Materials of Opt ics : PC

CCT

ACC-DL399-6-

WT(GD)-54
ACC-DL399-6-

GR-54
ACC-DL399-6-

WT(GD)-55
ACC-DL399-6-

GR-55
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Code Watt Size(AxBmm) Cut-out(mm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

CL94-3-13W 13W Ø110x100 Ø95-100 920lm 0.38 24PCS

CL94-6-25W 25W Ø190x127 Ø165-180 2550lm 0.85 12PCS

CL94-8-35W 35W Ø230x140 Ø205-220 3350lm 1.20 12PCS

CL94 Downlight

CL94 LED downlight designed with a deep reYector, 
provides oppmal glare control(UGR<19). It adopts brand 
CITIZEN COB for uniform and accenpng lighpng. Ideal 
for commercial and residenpal applicapons looking for a 
clean, minimalist look.

Trim White Black Silver

A

B

Materials of Housing : Die-caspng Aluminium
Materials of Opt ics : Aluminium

CCT

Trim White Black

DL326 Downlight

Code Watt Size(AxB/CxDmm) Cut-out(mm) Lumen(±5%) N.W/pc(kgs)
Q'ty/

CTN

DL326-2.5-6W 6W Ø85x36 Ø68-75 620lm 0.19 36PCS

DL326-3-10W 10W Ø110x45 Ø90-95 1000lm 0.26 36PCS

DL326-3-13W 13W Ø110x45 Ø90-95 1330lm 0.26 36PCS

DL326-4-13W 13W Ø145x52 Ø120-130 1380lm 0.39 30PCS

DL326-4-18W 18W Ø145x52 Ø120-130 1990lm 0.39 30PCS

DL326-6-18W 18W Ø190x52 Ø160-170 2290lm 0.58 20PCS

DL326-6-25W 25W Ø190x52 Ø160-170 3080lm 0.58 20PCS

DL326-8-18W 18W Ø228x59 Ø200-210 2160lm 0.78 12PCS

DL326-8-25W 25W Ø228x59 Ø200-210 2990lm 0.78 12PCS

DL326-8-35W 35W Ø228x59 Ø200-210 3860lm 0.78 12PCS

ACC-DL326-4-WT - Ø148x93 - - 0.34 24PCS

ACC-DL326-6-WT - Ø193x93 - - 0.43 12PCS

ACC-DL326-8-WT - Ø232x93 - - 0.53 12PCS

DL326 is a super slim COB downlight, which can be recessed and 
surface mounted with extra accessory, 4'', 6'', 8''  . 

Conversion ring

ACC-DL326-4-WT ACC-DL326-6-WT ACC-DL326-8-WT

A C

B
D

Materials of Housing : Die-caspng Aluminium
Materials of Opt ics : ReYector+Tempered glass

CCT
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VISIBLE BRIGHTNESS, INVISIBLE LIGHT SOURCE

Clean lighting angle

UGR<19

2.5" 3" 4" 5" 6"
8"

Cut-off  24°

DL361

Code Watt Size(AxBmm) Cut-out(mm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

DL361-2.5-7W 7W Ø85xH56 Ø68-75 630lm 0.20 48PCS

DL361-3-10W 10W Ø110xH75 Ø90-100 1100lm 0.30 48PCS

DL361-4-13W 13W Ø150xH97 Ø120-130 1400lm 0.44 24PCS

DL361-4-18W 18W Ø150xH97 Ø120-130 1770lm 0.44 24PCS

DL361-5-18W 18W Ø170xH112 Ø140-150 2020lm 0.61 24PCS

DL361-5-25W 25W Ø170xH112 Ø140-150 2700lm 0.61 24PCS

DL361-6-18W 18W Ø190xH120 Ø160-170 2020lm 0.70 12PCS

DL361-6-25W 25W Ø190xH120 Ø160-170 2700lm 0.70 12PCS

DL361-6-30W 30W Ø190xH120 Ø160-170 3000lm 0.70 12PCS

DL361-8-18W 18W Ø240xH142 Ø195-230 2020lm 0.93 6PCS

DL361-8-25W 25W Ø240xH142 Ø195-230 2700lm 0.93 6PCS

DL361-8-35W 35W Ø240xH142 Ø195-230 3400lm 0.93 6PCS

DL361-8-40W 40W Ø240xH142 Ø195-230 4080lm 0.93 6PCS

Trim White Black

DL361 Led downlight is a deep reYector design, it has a wider 
shielding angle which can lower the glare and reach UGR<19. 
Adopt bridgelux brand COB light source, CRI>90 for a more real 
lighpng effect. Transparent tempered glass provides great light 
transmi�ance.

Downlight

A

B

Materials of Housing : Die-caspng Aluminium
Materials of Opt ics : Aluminium + PC

CCT
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Code Watt Size(AxBxCmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

TL58A-15W 15W Ø65x131x 227 1650lm 0.52 12PCS

TL58A-25W 25W Ø80x152.5x249 2750lm 0.82 12PCS

TL58A-35W 35W Ø100x167x259 3850lm 1.10 12PCS

TL58A Track light

TL58A LED track light with internal driver adopts CITIZEN 
chips with high quality LED source, CRI80/90/97 opponal. 
Secondary oppcs with lens make more uniform light. 

A

B

C

Finish White Black Silver

Materials of Housing : Aluminium

Materials of Opt ics : PC

CCT

Code Watt Size(AxBxCmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

TL57A-10W-D 10W Ø65x127x223 1050lm 0.51 12PCS

TL57A-25W-D 25W Ø80x157x254 2500lm 0.81 12PCS

TL57A-35W-D 35W Ø100x167x259 3450lm 1.03 12PCS

TL57A-15W 15W Ø65x127x223 1600lm 0.51 12PCS

TL57A-25W 25W Ø80x157x254 2700lm 0.81 12PCS

TL57A-35W 35W Ø100x167x259 3800lm 1.03 12PCS

TL57A Track light

TL57A led track light with built-in driver, it adopts 
brand Cipzen COB chip. Secondary oppcs with lens 
and reYector make more uniform light.

A

B

C

Finish White Black Silver

Materials of Housing : Aluminium

Materials of Opt ics : PC

CCT
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Finish White

Code Watt Size(AxBxCxDmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

OL06A-80W -DOS 80W 1060x60x53x2026 10500lm
Flat lamp body+Lamp pole:5.70
Lamp base:6.80

3PCS

3PCS

OL06B-80W-DOS 80W 1060x60x53x1276 10500lm   5.10 3PCS

OL06C-85W-B 85W 1060x60x53x2026 10500lm
Flat lamp body+Lamp pole:5.70
Lamp base:6.80

3PCS

3PCS

OL06C-75W-B1 75W 1060x60x53x2026 10500lm
Flat lamp body+Lamp pole:5.70
Lamp base:6.80

3PCS

3PCS

OL06D-85W-B 85W 1060x60x53x1276 10500lm 5.10 3PCS

OL06D-75W-B1 75W 1060x60x53x1276 10500lm 5.10 3PCS

OL06 LED freestanding  luminaire

OL06 free standing luminaire is up & down 

reYector design, available with standing and 
desk version. OL06A is for Yoor standing, 
OL06B is for desk installapon, OL06C is for 
Yoor standing with smart control, OL06D is 
for desk installapon with with smart control. 
Oppcs with SMD and reYector design, 
UGR<16, 125lm/W high light efficiency. 
Funcpon with 0-10V dimmer, light sensor, PIR 
sensor module and USB connector. 

A

D

B

C

A

B

D

C

Materials of Housing :  Aluminium

Materials of Opt ics : PC / PET

CCT

OL07 LED freestanding  luminaire

Code Watt Size(AxBxCmm) Lumen(±5%) N.W/pc(kgs)
Q'ty/

CTN

OL07A-75W-DOS 75W 1925x920x300 7500lm    14 3PCS

OL07A-100W-DOS 100W 1925x920x300 10000lm    14 3PCS

OL07B-85W-B 85W 1925x920x300 8500lm    14 3PCS

OL07B-100W-B 100W 1925x920x300 10000lm    14 3PCS

OL07B-75W-B1 75W 1925x920x300 7500lm    14 3PCS

OL07B-100W-B1 100W 1925x920x300 10000lm    14 3PCS

OL07 free standing luminaire is up & 

down panel design. OL07A is professional 

version, OL07B is intelligent version with 
Casambi dimming. OL07A professional 

version could be 0-10V dim, PIR sensor and 
daylight sensor, with/ without USB version 
for oppon. OL07B intelligent version is 
smart dim by Casambi. 120 degree beam 

angle and UGR<16 could provide uniform 
lighpng performance. Oppcs with UGR<16 
and high lumen up to 12,000lm.

CCT Finish White

A

B

C

Materials of Housing :  Aluminium

Materials of Opt ics : PMMA/PC
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Code Watt Size(AxBmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

OL01-15W -WG 15W 1600x182 1400lm
Base:2.2
Lamp Body:0.6

6PCS

18PCS

A

B

OL01 LED freestanding  luminaire

OL01 free standing luminaire combines modern 

industrial style, the unique shape and simple 
design perfectly Ct the aesthepc concept of 
modern society. It adopts Tuya WIFI+2.4G 
intelligent technology, create various 
atmospheres, can switch to different lighpng 
scenes according to your needs. The slender 
body, plug and play, makes it convenient for 
different posipon.

White BlackFinish

Materials of Housing :  Aluminium

Materials of Opt ics : PC 

CCT
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Installation accessories Suspension kit

Recessed
ACC-

DB66-0300

Suspended with 

ceiling plate

ACC- -0200

Track
ACC-

DB77A-0500 

Code Watt Size(AxBxCmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

DB77A-600-17W 17W 602x57x76 1680lm 1.70 6PCS

DB77A-600-22W 17W+5W 602x57x76 2250lm 1.70 6PCS

DB77A-1200-36W 36W 1212x57x76 3850lm 2.70 6PCS

DB77A-1200-45W 36W+9W 1212x57x76 4850lm 2.70 6PCS

DB77A-1500-45W 45W 1512x57x76 4850lm 3.50 6PCS

DB77A-1500-56W 45W+11W 1512x57x76 6000lm 3.50 6PCS

DB77A is a seamless splicing design with straight/

corner/cross splicing connector. Two lamp cover oppons: 
Standard cover and anp-glare cover. Adopt high lumen 
SMD light source, Yicker free and high efficiency driver 
make a be�er lumen. Funcpons: Down lighpng, up&down 
lighpng, adjustable CCT, emergency and sensor. Mulpple 
installapon:pendant/surface mounted/wall mounted/
recessed/track. Modular design: replaceable driver and 
emergency module.

DB77A Linear light

A

B

C

Finish White Black

Materials of Housing : Aluminium

Materials of Opt ics : PC

CCT
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DB77A DIFFUSER

TYPE

Upward luminaire

Splicing wiring 

connector

Fast connector

Standard opal cover

ACC-DB77A-600/1200/1500-50

ACC-DB77A-600/1200/1500-51

ACC-DB77A-53

(used for suspended, track splicing)

Strengthen connector

Grill reŅector

Upper Glowing

Accessories 

accessories 

Blank ńxture Corner "L" "T" shape Cross "+" Cross "Y" NEW
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Code Watt Size(AxBxCmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

TB-10W-600-S 10W 603x32x29 1300lm 0.16 30PCS

T8-18W-1200-S 18W 1213x32x29 2350lm 0.26 30PCS

Tube is an integrated design, adopts 2835 SMD light 
source and CRI>80,  combine with 94-V2 Cre-rated 
PC shade to ensure a high transmi�ance and create 
a uniform light output, Environment friendly, without 
Mercury or any other hazardous substances.

T8-S Tube light

Cover Frosted

Materials of Housing : Aluminium

Materials of Opt ics : PC

CCT

NEW
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Code Watt Size(AxBmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

T8-600-10W 10W 603xØ29.3 120lm/W 0.18 25PCS

T8-1200-18W 18W 1211xØ29.3 120lm/W 0.31 25PCS

T8-1500-25W 25W 1514xØ29.3 120lm/W 0.38 25PCS

T8-600-6W 6W 603xØ29.3 150lm/W 0.18 25PCS

T8-1200-12W 12W 1211xØ29.3 150lm/W 0.31 25PCS

T8-1500-15W 15W 1514xØ29.3 150lm/W 0.38 25PCS

T8-600-9W 9W 603xØ28.5 140lm/W 0.18 25PCS

T8-900-10W 10W 907xØ28.5 140lm/W 0.21 24PCS

T8-1200-18W 18W 1211xØ28.5 140lm/W 0.31 25PCS

T8-1500-23W 23W 1514xØ28.5 140lm/W 0.38 25PCS

T8-600-8W 8W 603xØ28.5 160lm/W 0.18 25PCS

T8-900-9W 9W 907xØ28.5 160lm/W 0.21 24PCS

T8-1200-16W 16W 1211xØ28.5 160lm/W 0.31 25PCS

T8-1500-20W 20W 1514xØ28.5 160lm/W 0.38 25PCS

T8-600-7W 7W 603xØ28.5 180lm/W 0.18 25PCS

T8-900-8W 8W 907xØ28.5 180lm/W 0.21 24PCS

T8-1200-14W 14W 1211xØ28.5 180lm/W 0.31 25PCS

T8-1500-16W 16W 1514xØ28.5 180lm/W 0.38 25PCS

A B

Upshine AL+PC LED Tube light adopts SMD LED 
with high brightness and slight light decay and V0 
Cre-rated PC cover, up to 95% light transmi�ance. 
Reliable LED driver with branded high quality 
capacitor and IC solupon ensures excellent working 
performance.

T8-AL+PC Tube light

Cover Clear Frosted

Materials of Housing : Aluminium

Materials of Opt ics : PC

CCT

Code Watt Size(AxBxCmm) Lumen(±5%) N.W/pc(kgs) Q'ty/CTN

T5-5W355-S 5W 355x22.3x37.4 535m 0.18 50PCS

T5-8W600-S 8W 600x22.3x37.4 980lm 0.25 50PCS

T5-18W1200-S 18W 1200x22.3x37.4 2205lm 0.37 30PCS

T5-25W1500-S 25W 1500x22.3x37.4 3045lm 0.43 30PCS

Integrated complete PC LED tube T5-S is a successful 
economic design. Adopt high lumen SMD LED as 

light source, full PC cover (pass 750C°glow-wire test) 
ensures high light transmi�ance and safe installapon. 
Changeable CCT and IP42 protecpon level also 
make it easier maintenance. Special installapon: 
Surface mounted and wall mounted with different 
accessories. Linkable design with connect wires or 

connect accessories, which is suitable for a wider 
applicapon.

T5-S Tube light

Cover Frosted

A

C

B

Materials of Housing : PC

Materials of Opt ics : PC

CCT


